ILNS 
SHARP-CUTOFF PENTODE 


GENERAL DATA 
Electrical: 
Filament, Coated: 


Direct Interelectrode Capacitances:d CCO 
Grid No.1 to Plate.. RS A 


With external shield connected to negative filament terminal. 
echanical: 


ounting Position. . s. sasos ossos e e e e a 

aximum Overal] Length. . s soso soo a a 
Maximum Seated Length. s.. s sos os s e a a 
Maximum Diameter . s. asosa rc. 


do os pae a a RES a E aT A S S Lock-in 


Pin 1-Filament (+) : Pin 6 -Grid No.1 
Pin 2-Plate (M Pin 7-No 

Pin 3-Grid No.2 à Connecti 
Pin 4-Grid No.3 Pin 8-Filament 

Pin 5-Filament (-) Plug -Base Shel 


AMPLIFIER -Class A1 
aximum Ratings, Design-Center Values: 
PLATE VOLTAGE. . s. saoo a o 110 max. 
RID-No.2 (SCREEN) VOLTAGE .... ; 3 110 max. 


ypical Operation and Characteristics: 


. . Connected to cathode at s 
Grid-No.2 Voltage. . +... cc... 
Grid-No.1 (Control-Grid) Voltage . . ... 
Plate Resistance (Approx.) +... cc... 
Transconductance . . ...... : 
Grid-No.1 Bias (Approx.) for 
transconductance of 10 umhos . . 
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